1. Mechanical Installation.
   i. Unscrew canopy anti-clockwise to remove.
   ii. If no rear access is available (1a), secure in place using screws provided, running cables out the side of the monopoint.
   iii. If rear access is available (1b) you can use M10 nut provided to fasten the light.
   iv. Replace canopy by screwing clockwise to secure.

2. Electrical Installation.
   i. Mains supply to the driver must be OFF before and during connection and disconnection the fittings.
   ii. The lights are polarity sensitive, Red is Positive, Black is Negative.
   iii. Multiple fittings on one circuit must be connected in series.
   iv. Do not use more than the stated number of fittings per driver

**WARNING** Do not connect or disconnect under load.
Ensure driver has not been powered for a minimum of 1 minute before reconnecting the LED module after disconnecting. Do not hot plug. Failure to follow this instruction will lead to serious damage of the LED module and driver and will not be covered by warranty.

**NOTE** Maintain correct polarity when wiring. Incorrect wiring will cause serious damage and will not be covered by warranty. Must be installed according to SELV regulations.
Wire specification: 24 AWG, double insulated teflon wire.
Red - Positive, Black - Negative

© 2018 Precision Lighting Ltd. We reserve the right to change details of design, materials and finish. Version 20.02.18
3. Locking the luminaire in Pan and Tilt.

**NOTE** only adjust luminaire position when unlocked.

i. Adjust luminaire to desired position, using angle gauge if required.
ii. Lock luminaire position using 0.9mm Allen key provided.

4. Soot removal

i. Unscrew cap anti-clockwise to remove.

5. Swapping of optic

i. Remove the optic with a sharp pull. Do not twist the optic during removal.
ii. **Note the detail on the underside of the optic.** The 2 side cavities on the optic must be placed over the solder pads of the PCB. The 2 protrusions must also line up with the PCB cutouts.
iii. Press the optic onto the PCB and screw down snoot.

6. Attaching snoot

i. Slide the new snoot over the optic.
ii. Press the optic down whilst screwing the cap on clockwise.
iii. There should be no gap left between the heatsink and the snoot.
iv. **Do not overtighten.**

7. Adjusting the height (Stem only)

i. Unscrew the cover ring 1.5 turns.
ii. Gently push or pull the luminaire into or out of the mounting base.
iii. Tighten the cover ring till it stops. The height is now locked.