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PSU COMPATIBILITY TABLE

CONSTANT VOLTAGE | 1.9W | 24V

PICO 1 and PICO S1 INC ZOOM, PLUS AND LONG SNOOT

Recommended Drivers to run Pico 1 and Pico S1 Luminaires

Dimming Type Driver Name Precision Lighting Order Code Luminaire Quantity Max Distance

1-10V Relco 1-10V 20W PSU PSCA-20-24-A-RE 1 - 3 3m

Osram 1-10V 80W PSU PSCV-80-24-A-OS 1 - 25 10m

Osram 1-10V 120W PSU PSCV-120-24-A-OS 1 - 30 10m

Dimming Type Notes

DALI Monopoints: I recommend converting to custom constant current. If not possible use 80 / 120W Osram PSU with OT 1-10 DALI Converter 
[dims in groups]

ReTrac and Basis Track: Use 80 / 120W Osram PSU with OT 1-10 DALI Converter [global dimming]
Cable: Not possible
Eutrac: Not possible

DMX Not possible: Use Pico 1 Surface with Artistic License DMX Set Up

Revised 13 September 2017If “Please enquire” then contact technical department 
and it will be assessed on a case by case basis

= Best performing driver
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Recommended Drivers to run Domino 1 Basis Track Luminaires

Dimming Type Driver Name Precision Lighting Order Code Luminaire Quantity Max Distance

1-10V Osram 1-10V 80W PSU PSCV-80-24-A-OS 1 - 16 10m

Osram 1-10V 120W PSU PSCV-120-24-A-OS 1 - 20 10m

Dimming Type Notes

DALI Basis Track: Use 80 / 120W Osram PSU with OT 1-10 DALI Converter [global dimming]

DMX Not possible: Use Domino 1 Surface with Artistic License DMX Setup

Phase None available

CONSTANT VOLTAGE | 2.5W | 24V

DOMINO 1 BASIS TRACK ONLY
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CONSTANT VOLTAGE | 4.8W | 24V

DOMINO 2 BASIS TRACK ONLY

Recommended Drivers to run Domino 2 Basis Track Luminaires

Dimming Type Driver Name Precision Lighting Order Code Luminaire Quantity Max Distance

1-10V Osram 1-10V 80W PSU PSCV-80-24-A-OS 1 - 12 10m

Osram 1-10V 120W PSU PSCV-120-24-A-OS 1 - 15 10m

Dimming Type Notes

DALI Basis Track: Use 80 / 120W Osram PSU with OT 1-10 DALI Converter [global dimming]

DMX Not possible: Use Domino 2 Surface with Artistic License DMX Setup

Phase None available
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CONSTANT VOLTAGE | 9.7W | 24V

DOMINO 4 BASIS TRACK ONLY

Recommended Drivers to run Domino 4 Basis Track Luminaires

Dimming Type Driver Name Precision Lighting Order Code Luminaire Quantity Max Distance

1-10V Osram 1-10V 80W PSU PSCV-80-24-A-OS 1 - 7 10m

Osram 1-10V 120W PSU PSCV-120-24-A-OS 1 - 10 10m

Dimming Type Notes

DALI Basis Track: Use 80 / 120W Osram PSU with OT 1-10 DALI Converter [global dimming]

DMX Not possible: Use Domino 4 Surface with Artistic License DMX Setup

Phase None available
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CONSTANT VOLTAGE | 3.6W | 24V

Recommended Drivers to run Discus 11 Luminaires

Dimming Type Driver Name Precision Lighting Order Code Luminaire Quantity Max Distance

1-10V Relco 1-10V 20W PSU PSCA-20-24-A-RE 1 - 2 3m

Osram 1-10V 80W PSU PSCV-80-24-A-OS 1 - 16 10m

Osram 1-10V 120W PSU PSCV-120-24-A-OS 1 - 20 10m

DALI Eldoled Lineardrive 100/A PSCV-100-24-D-EL 1 - 20 36m (16AWG Cable)

DALI TCI Minijolly DALI 24V PSCV-16-24-D-TC 1 - 2 10m

Dimming Type Notes

DALI Monopoints: Use Eldoled Lineardrive 100/A [global dimming]
Monopoints: Use TCI PSCV-16-24-D-TC for individual dimmer, 1 per light.
ReTrac and Basis Track: Use Eldoled Lineardrive 100/A [global dimming]

Cable: Not possible
Eutrac: Please enquire

DMX None available

Phase None available

DISCUS 11 INC 11 AND S11 VARIATIONS
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Recommended Drivers to run Discus 16 Luminaires

Dimming Type Driver Name Precision Lighting Order Code Luminaire Quantity Max Distance

1-10V Relco 1-10V 20W PSU PSCA-20-24-A-RE 1 3m

Osram 1-10V 80W PSU PSCV-80-24-A-OS 1 - 9 10m

Osram 1-10V 120W PSU PSCV-120-24-A-OS 1 - 13 10m

DALI Eldoled Lineardrive 100/A PSCV-100-24-D-EL 1 - 13 36m (16AWG Cable)

DALI TCI Minijolly DALI 24V PSCV-16-24-D-TC 1 10m

Dimming Type Notes

DALI Monopoints: Use Eldoled Lineardrive 100/A [global dimming]
Monopoints: Use TCI PSCV-16-24-D-TC for individual dimmer, 1 per light.
ReTrac and Basis Track: Use Eldoled Lineardrive 100/A [global dimming]

Cable: Not possible
Eutrac: Please enquire

DMX None available

Phase None available

CONSTANT VOLTAGE | 7W | 24V

DISCUS 16
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Recommended Drivers to run Oculus 11 and Evo X11 Luminaires

Dimming Type Driver Name Precision Lighting Order Code Luminaire Quantity Max Distance

1-10V Relco 1-10V 20W PSU PSCA-20-24-A-RE 1 3m

Osram 1-10V 80W PSU PSCV-80-24-A-OS 1 - 12 10m

Osram 1-10V 120W PSU PSCV-120-24-A-OS 1 - 15 10m

DALI Eldoled Lineardrive 100/A PSCV-100-24-D-EL 1 - 15 36m (16AWG Cable)

DALI TCI Minijolly DALI 24V PSCV-16-24-D-TC 1 - 2 10m

Dimming Type Notes

DALI Monopoints: Use Eldoled Lineardrive 100/A [global dimming]
Monopoints: Use TCI PSCV-16-24-D-TC for individual dimmer, 1 per light.
ReTrac and Basis Track: Use Eldoled Lineardrive 100/A [global dimming]

Cable: Not possible
Eutrac: Please enquire

DMX None available

Phase None available

CONSTANT VOLTAGE | 5.5W | 24V

OCULUS 11 / EVO X11
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Recommended Drivers to run Oculus 16 and Evo X16 Luminaires

Dimming Type Driver Name Precision Lighting Order Code Luminaire Quantity Max Distance

1-10V Relco 1-10V 20W PSU PSCA-20-24-A-RE 1 3m

Osram 1-10V 80W PSU PSCV-80-24-A-OS 1 - 7 10m

Osram 1-10V 120W PSU PSCV-120-24-A-OS 1 - 10 10m

DALI Eldoled Lineardrive 100/A PSCV-100-24-D-EL 1 - 10 36m (16AWG Cable)

DALI TCI Minijolly DALI 24V PSCV-16-24-D-TC 1 10m

Dimming Type Notes

DALI Monopoints: Use Eldoled Lineardrive 100/A [global dimming]
Monopoints: Use TCI PSCV-16-24-D-TC for individual dimmer, 1 per light.
ReTrac and Basis Track: Use Eldoled Lineardrive 100/A [global dimming]

Cable: Not possible
Eutrac: Please enquire

DMX None available

Phase None available

CONSTANT VOLTAGE | 9.8W | 24V

OCULUS 16 / EVO X16


